II. CORRECTIONS AND ADDITIONS TO THE DRAFT EIR

This section of the Final EIR provides changes to the Draft EIR that have been made to provide clarification or corrections as a result of public and agency comments or new information. Deletions are shown with strikethrough and additions are shown with underline. Such changes to the Draft EIR are indicated below under the appropriate EIR section or appendix heading.

I. SUMMARY

Section I, Summary of this Final EIR incorporates revisions to Section I, Summary of the Draft EIR based on comments and responses to comments received on the Draft EIR (see Section III, Responses to Written Comments of this document).

II. PROJECT DESCRIPTION

Volume I, Section II, Project Description, page 52, add the following text after the sixth sentence of the first paragraph:

Based on additional recommendations from a geotechnical engineer and further coordination with the City, other options to this retaining wall may ultimately be constructed.

Volume I, Section II, Project Description, page 53, and the following text to the end of the first paragraph:

An option to this wall may include the construction of a 7-foot-high debris fence.

Volume I, Section II, Project Description, page 53, add the following text to the end of the third full paragraph:

It is anticipated that approximately three to six round trips per day or six to 12 one-way trips per day would occur between the sites.

Volume I, Section II, Project Description, page 56, add the following text to the end of the first full paragraph:

A conceptual lighting plan for the Athletic Field site is provided in Figure 6a on the following page.
BASKETBALL COURTS AND BATTING CAGES SHALL BE LIGHTED BY
RECTILINEAR-TYPE, SHARP CUT-OFF FIXTURES SHIELDED IN SUCH A MANNER
THAT THE LIGHT SOURCE WILL NOT BE VIEWABLE FROM ABUTTING
RESIDENTIAL PROPERTIES. LAMPS SHALL BE METAL HALIDE TYPE OF NOT
MORE THAN 1,000 WATTS EACH AND MOUNTED AT A HEIGHT OF 20 FEET OR
LESS ABOVE THE COURT SURFACE.

A MAXIMUM OF 16 SUCH FIXTURES AROUND THE 2 BASKETBALL COURTS.
A MAXIMUM OF 4 SUCH FIXTURES AROUND THE BATTING CAGES.

ALL SUCH LIGHTS SHALL NOT BE TURNED ON OR LEFT ON AFTER THE EVENING
HOURS OF 9:00 PM OF SUNDAY THROUGH THURSDAY AND 10:00 PM FRIDAY
AND SATURDAY OR BEFORE THE MORNING HOURS OF 7:00 AM, MONDAY
THROUGH FRIDAY OR 8:00 AM OF SATURDAY AND SUNDAY.
IV.E. GEOLOGY/SEISMIC HAZARDS

Volume I, Section IV.E, Geology/Seismic Hazards, page 181, add the following text after:

In addition, a geotechnical engineer has recently been hired by the Applicant to determine whether other options for the placement of the retaining wall exist. In any case, final design of the retaining walls and grading plan must be approved by the City in order to ensure Code and other regulatory compliance as well as adequate safety, including any safety issues associated with the Sepulveda Tunnel.

IV.H. NOISE

Volume 1, Section IV.H, Noise, page 234, add the following mitigation measure after Mitigation Measure H-5 and renumber the remaining mitigation measure:

Mitigation Measure H-6: In accordance with the Los Angeles Municipal Code, construction shall be prohibited between the hours of 9:00 p.m. and 7:00 a.m. Monday through Friday, 6:00 p.m. and 8:00 a.m. on Saturday, and at any time on Sunday.