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II.  CORRECTIONS AND ADDITIONS TO THE DRAFT EIR 

 

The following corrections and additions to the Draft EIR are set forth to update the Draft EIR in 
response to the comments received during and after the 45-day public review period.  Changes to the 
Draft EIR are identified by page number, followed by the chapter number and heading and or 
subheading.   

Section II. Executive Summary  

Pages 5 through 28: 

This section of the Draft EIR is reprinted in its entirety in Section I. Introduction, of this Final EIR.  
The reprinted Executive Summary incorporates all of the corrections and additions presented below, as 
appropriate.   

Page 5, II. Executive Summary, Project Summary, change the six sentence of the second paragraph 
to read as follows: 

“Approximately 124 parking spaces would be provided in a surface parking lot, located to the 
west of the proposed education building with vehicular access provided along Rinaldi Street.” 

Section III.D. Project Characteristics 

Page 43: fourth paragraph, revise the fifth sentence to read as follows: 

“Retaining walls on the order of 20 to 40 feet will be required.”  

Page 43: fourth paragraph, omit the following two sentences: 

“The maximum bleacher capacity is estimated to accommodate approximately 1,000 persons.  It is 
assumed the bleachers will include roughly 10 rows of seats extending approximately 250 feet along the 
western side of the play field.” 

Page 45:  Figure III.D-3 shall be revised with the Revised Figure III.D-3 provided on page 14.  The 
only changes to the final phase site plan involve the retaining wall alignment along the westerly and 
northerly property lines along Ridgeway Road.   A supplemental graphic depicting the cross sections of 
the modified retaining wall is provided in Figure III.D- 10 (see page15).   
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Figure III.D-3, Conceptual Site Plan – West Campus Final Phase 
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Figure III.D-10 Retaining Wall Cross Sections 
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Section III.  Project Approvals Required 

Page 52: Under the bullet point entitles Variance(s), As Needed, revise the second sentence as 
follows: 

“A variance to permit retaining walls up to maximum height of 35 feet in the rear and side yards, 
where the code currently permits rear and side yard walls to a maximum of eight feet.” 

Section IV.A. Aesthetics 

Page 71, under the subheading Final Phase, revise the third sentence of the second paragraph as 
follows: 

The retaining walls will be a maximum of 35 feet high and will be set back from the northwesterly most 
property line to allow for the retention of approximately 20 trees.  This setback will also allow for 
additional space to transplant relocated trees and plant replacement oak trees.  

Section IV.D. Geotechnical Hazards 

Page 124, under the subheading Final Phase, revise the last two sentences as follows: 

“Excavation into the slope will require the construction of retaining walls to a maximum height of 35 
feet.  The alignment of the proposed retaining wall  is depicted in Figure III.D-3 on page 14. 

Section IV.F. Hydrology/Water Quality,  

Page 150, under the subheading Mitigation Measures, add the following mitigation measure: 

18. The developer shall pay an assessment fee of  $950.00 per acre has to the Shoshone Avenue 
and Rinaldi Street Drainage District Facilities Account of the Board of Public Works of the 
City of Los Angeles Trust Fund prior to obtaining any permits. 

Section IV.G. Land Use 

Page 158, under the subheading Variance(s), As Needed, revise the second sentence as follows  

A variance will also be sought to permit retaining walls to a maximum height of 35 feet in the rear and 
side yards, where the code currently permits rear and side yard walls to a maximum of eight feet. 

Page 161, under item 3 in the second column, revise the second sentence as follows: 
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Retaining walls to a maximum height of 35 feet will be required.  

Page 164, under item 6, Hillside Grading, revise the second paragraph in the second column as 
follows: 

As discussed above, no grading will occur above Ridgeway Road.  The project has been 
designed to accommodate the ascending topography of the site with the education building 
being proposed at the lowest site elevations.  Retaining walls to a maximum height of 35 feet 
will be required to develop the site and to maximize the area for the proposed athletic field, and 
to allow for increased setbacks from adjacent public roadways.  In addition, the proposed 
Landscape plan integrates landscaping features into and around the retaining walls to minimize 
erosion processes and improve the aesthetic character of the site.  The modified alignment of 
the retaining wall will reduce the grading requirements and will preserve the existing grade in 
the northwesterly most portion of the site.  All grading plans will be subject to review and 
approval by the City of Los Angeles Department of Engineering, Building and Safety Division.  
Therefore the proposed project will be substantially consistent with the intent of this objective. 

Section IV.H. Noise 

Page 183, omit the following sentence from the third line (including the footnote): 

The project proposes low level bleacher seating along the length of the western end of the athletic field, 
with a seating capacity of approximately 1,000 people. (2) It is assumed that the bleachers will include 
roughly 10 rows of seats extending approximately 250 feet along the western side of the athletic field. 

Page 183, omit the words “and bleachers” from the second to last sentence. 

Section IV.J.1, Traffic 

Page 210, Table IV.J.1-5, shall be revised as follows: 
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Table IV.J.1-5 
Significant Impact Criteria for Study Intersections 

Level of Service Final V/C Ratio Project-Related Increase in V/C 

C >0.700- 0.800 >0.0400 

D >0.800-0.900 >0.0200 

E,F >0.900 >0.0100 

Source:  Traffic Study Policies and Procedures, City of Los Angeles, Department of 
Transportation, November 2, 1993. 

 

Page 226, Table IV.J.1-12: the first row of the first column in Table IV.J.1-5 shall be revised to read 
“Interchange SR 118”. 

Page 227, in the last line, change the word “less” to “more”.   

Page 232, under the subheading Required Mitigation Measures; add the following paragraph to 
mitigation measure No.3: 

A 2-foot wide strip of land should be dedicated along Rinaldi Street adjoining the proposed 
West Campus property in accordance with Major Highway-Class II Standards, including a 20-
foot radius property line return at the intersection with Shoshone Avenue. In addition to the 
Shoshone Avenue street improvement mitigation measure as shown on figure IV.J.1-11 of the 
DEIR, a 2-foot street dedication should also be provided northerly of the transition area over 
the remaining project frontage to provide a 32-foot half street dedication. 

Page 232, Under the Mitigation Measures subheading, add the following subsection to the end of the 
traffic mitigation measures: 

LAUSD Requested Mitigation Measures 

8. The following mitigation measures have been requested by the LAUSD and shall be 
incorporated into the Mitigation Monitoring and Reporting Program for the proposed project:  

 Prior Notice 

• The Project Manager or designee should notify the LAUSD Transportation Branch of the 
expected start and ending dates for the various portions of the project that may affect traffic 
through the areas. 
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 Traffic Management 

• Contractors to avoid staging trucks and equipment along streets in the area to facilitate the 
movement of buses during peak traffic hours. 

• Contractors to provide flag-men to assist traffic when moving trucks and/or heavy 
equipment on/off the proposed site. 

• When possible, avoid heaviest construction traffic between the hours of 6:30 a.m. to 8:00 
a.m. and between 3:30 p.m. and 4:30 p.m. to minimize delays to the arrivals and 
departures of buses and encounters with student pedestrians. 

• Time spacing of portions of the project to minimize traffic flow impacts. 

• Contractors to restore road and sidewalk smoothness to reasonably mitigate the roughness 
of the ride for transported students. 

• Improvement of the intersections with ATSAC/ATCS should enhance safety of all crossing 
students with minimal delays for other traffic. 

Student Safety 

• Contractors to provide temporary fencing at the construction site to deter entry of student 
pedestrians. 

• Contractors to restore affected street and sidewalk surfaces to reasonable smoothness to 
minimize the potential for bus accidents and trip & fall injuries to student pedestrians. 

• The Los Angeles Unified School District will evaluate special education bus stops in the 
area for possible routing alternatives and will modify integration routing if necessary. 

• Hillcrest Christian School should provide instruction to its student pedestrians to enhance 
safety while moving between campuses. 

• Los Angeles Unified School District will evaluate the issues of continued safety of stops on 
Rinaldi St., at Louise Ave. and Balboa Blvd. 

Other Considerations 

• Contractors to remind their drivers of construction vehicles of the requirement to stop for 
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the red flashing lights of any school bus. 

• Contractors to remind drivers to be alert to the presence of many child pedestrians and 
exercise care. 

• Contractors should notify drivers that the presence of traffic signals, crossing guards and/or 
school zone flashing lights do not exempt school buses from using the red flashing lights. 

• Contractors should notify drivers and workers to be cautious of student pedestrians in the 
area during peak hours. 

• Contractors to be aware that the presence of any traffic light, crossing guard or school zone 
flashing lights do not guarantee that student pedestrians will act appropriately when crossing 
streets. 

9.  A telephone number (818-832-4732) shall be provided as a direct means for neighbors to report 
grievances with school operations and off campus student parking.  This phone number shall be 
posted on-site and shall be provided to neighbors within a 500 foot radius of the project site.   

Page 234, Pedestrian Safety, in the second line of the first sentence change the reference to “(Figure 
IV.J.1-12)” to correctly reference “(Figure IV.J.1-11)”. 

Section IV.K, Risk of Upset 

Page 246, , Under the Mitigation Measures subheading, add the following language to the end of the 
last sentence under Mitigation Measure No.1: 

“…, including the Department of Toxic Substances Control “interim Guidance for Evaluating 
Lead-Based Paint and Asbestos-Containing Materials at Proposed Schools Sites”. 

Page 246, Under the Mitigation Measures subheading, add the following language to the end of the 
last sentence under Mitigation Measure No.2: 

“…, including the Department of Toxic Substances Control “interim Guidance for Evaluating 
Lead-Based Paint and Asbestos-Containing Materials at Proposed Schools Sites”. 


