
ORDINANCE NO.

An ordinance amending Sections 12.03, 12.21 and 12.26 of the Los Angeles 
Municipal Code to update the bicycle parking regulations.

THE PEOPLE OF THE CITY OF LOS ANGELES 
DO ORDAIN AS FOLLOWS:

Section 1 Section 12.03 of the Los Angeles Municipal Code is amended to add 
the following terms in proper alphabetical order:

ATTENDED BICYCLE PARKING SERVICE. A service by which a bicycle 
is left in the care of an attendant(s) with provision for identifying the bicycle’s 
owner. Once stored, a bicycle left in the care of an attendant(s) shall be 
accessible only to the attendant(s), with the storage location not necessarily in 
the same location as the pick-up and drop-off point.

BICYCLE SHARE DOCK. A device designed to receive a bicycle for 
locked storage as part of a system that directly rents bicycles on a short-term 
basis.

BICYCLE SHARE SERVICE PROVIDER. An entity operating a system 
that directly provides bicycles for rent on a short-term basis.

BICYCLE SHARE STATION. A combination of multiple bicycle share 
docks, automated payment equipment, and related equipment associated with 
bicycle share.

Sec. 2. Subdivision 4 of Subsection A of Section 12.21 of the Los Angeles 
Municipal Code is amended to read as follows:

4 Off-Street Automobile Parking Requirements. A garage or an off- 
street automobile parking area shall be provided in connection with and at the 
time of the erection of each of the buildings or structures hereinafter specified, or 
at the time such buildings or structures are altered, enlarged, converted or 
increased in capacity by the addition of dwelling units, guest rooms, beds for 
institutions, floor area or seating capacity. The parking space capacity required 
in said garage or parking area shall be determined by the amount of dwelling 
units, guest rooms, beds for institutions, floor area or seats so provided, and said 
garage or parking area shall be maintained thereafter in connection with such 
buildings or structures.

New or existing automobile parking spaces required by the Code for all 
uses may be replaced by bicycle parking at a ratio of one standard or compact 
automobile parking space for every four required or non-required bicycle parking
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spaces provided, so long as the number of compact stalls complies with Section 
12.21 .A.5(c) of this Code. In cases where additional bicycle parking spaces are 
required as a result of an addition to an existing building, the maximum number 
of bicycle parking spaces eligible to be applied toward the required number of 
automobile parking spaces shall be calculated based on the total number of 
bicycle parking spaces provided for the existing building plus the number of 
bicycle parking spaces provided for the addition. Notwithstanding the foregoing, 
no more than 20 percent of the required automobile parking spaces for 
nonresidential uses shall be replaced at a site. Automobile parking spaces for 
nonresidential projects or buildings located within 1,500 feet of a major transit 
stop, as defined in Subdivision (b) of Section 21155 of the California Public 
Resources Code as that section may be amended from time to time, may replace 
up to 30 percent of the required automobile parking spaces with bicycle 
parking. For buildings with less than 20 required automobile parking spaces, 
those spaces may be replaced subject to the limits described in this Subdivision, 
not exceeding a total of four parking spaces replaced.

Residential buildings, including hotels, motels and apartment hotels, may 
replace 10 percent of the required automobile parking with bicycle parking. 
Automobile parking spaces for residential projects or buildings located within 
1,500 feet of a major transit stop, as defined in Subdivision (b) of Section 21155 
of the California Public Resources Code, may replace up to 15 percent of the 
required automobile parking spaces with bicycle parking. If a residential building 
includes at least the minimum number of restricted affordable units to receive a 
density bonus under Section 12.22.A.25, then 30 percent of the required 
automobile parking may be replaced. In such cases, the replacement of 
automobile parking with bicycle parking shall be implemented in lieu of the 
parking options in Section 12.22.A.25(d).

For the purposes of this subdivision, the 1,500-foot distance shall be 
measured horizontally based on the shortest distance between any point on the 
lot and a qualified major transit stop.

In cases where additional automobile parking spaces are required as a 
result of an addition to an existing building, the maximum number of required 
automobile parking spaces eligible to be satisfied using bicycle parking spaces 
shall be calculated based on the total number of automobile parking spaces 
provided for the existing building plus the number of automobile parking spaces 
required for the addition.

Bicycle parking installed pursuant to this section may be installed in 
existing automobile parking spaces and shall not be considered to violate the 
maintenance of existing parking as defined by section 12.21.A.4(m). The ratio of 
short- to long-term bicycle parking provided for pursuant to this section shall be 
provided in accordance with the requirements set forth for each use as defined 
by Section 12.21.A.16(a). If additional bicycle parking is provided beyond the
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